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| | Hanging Structure I | I | I | I I
Rounded Square 1006 - Double Sided
I 9 I
| | TEMPLATE @ 1/10 SCALE I | I | I | I |
| (4) prints to make (1) double sided structure |
| | Outside Panel | | | | | | | |
| Total G@phic Area: 232.84"w X 82"h |
Total Finished Area: 222.84"w X 72"h | | | |
| | | Inside Panel | | | | |
Total Graphic Area: 229.12"w X 82"h | | | |
| | Total Visual Area: 219.12"w X 72"h | | | |
I Please do not design critical elements in | | | | I
rounded corner area of template.
I | I I I I | I
Srocnel e pertnater {ets i & sch I I I I
I I I I I I
locations on template). DO NOT design
I any critical elements (text, logos, etc.) I
I I I I
| | within 17 of the edge. | | | |
| We recommend that the inside printed graphic | | | | I
| | be create_d as either a solid color or pattern for | | | |
| better finishing. |
| | | | | | | | | |
| General Art Guidelines: |
| | — CMYK Color Mode | | I | I | I |
| — All Solid Coated Pantone colors should |
be called out in the art as spot colors | | | |
I | — Embed all images and support files | | | I
| — Resolution must be 1000-1200 ppi @ | | | | I
| | 1/10 size, 100-120 ppi @ 100% print size | | | I
| — All fonts must be created to outlines |
| — Do not scale artboard | | | | |
| I — Background color/images must I I I I
bleed to the edge of artboard
| | — Do not use spot colors from template | | | | | | | |
| in your artwork as they will not print
I
I
I
I
I
I
I
I
—

119.56" width + bleed 119.56" width + bleed 119.56" width + bleed 119.56" width + bleed

14.78" nmo_ .- . 29.56" nmo_ . . 14.78" 14.78" nmo_ .= . 29.56" nmo_ .= . 14.78"
visual width 80" visual width visual width 80" visual width visual width visual width 80" visual width visual width 80" visual width visual width
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| | Hanging Structure . - | | | [
ounae uare - bouble Side
| Rounded Square 1006 - Double Sided |
| | TEMPLATE @ 1/10 SCALE I | I | I I I I
| (4) prints to make (1) double sided structure |
| | Outside Panel I | I | I I I I
| Total C-Iraphwc Area: 232.84"w X 82"h |
Total Finished Area: 222.84"w X 72"h | | | |
| | Inside Panel | | | |
I Total Graphic Area: 229.12"w X 82"h | | | | I
| | Total Visual Area: 219.12"w X 72"h | | | |
I Please do not design critical elements in | | | I I
| | rounded corner area of template. | | | I
I Please be sure to include the 5” bleed | | | | |
| | around the perimeter (note trim & stitch | | | |
| Iocatiqns on template). DO NOT design |
any qmcal elements (text, logos, etc.) | | | |
| | within 1" of the edge. | | | I
| We recommend that the inside printed graphic | | | | I
| | be creaIed as either a solid color or pattern for | | | I
better finishing.
| | | | | |
I I I I I I
| General Art Guidelines: |
| | - CMYK Color Mode I | I | I | I |
| — All Solid Coat_ed Pantone colors should I
be called out in the art as spot colors | | | I
I | — Embed all images and support files | | | |
| - Resolution must be 1000-1200 ppi @ | | | | |
| | 1/10 size, 100-120 ppi @ 100% print size | | | |
| — All fonts must be created to outlines
| — Do not scale artboard | | | | | |
| — Background color/images must | | |
| bleed to the edge of artboard | | | | |
| | - Do not use spot colors from template | | | |
| in your artwork as they will not print
I
I
I
I
I
I
I
I
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