
Silicone Edge Graphics (SEG)
INSTALLATION INSTRUCTIONS     
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The following procedure ensures the silicone edge will be placed evenly over the entire frame and NOT STRETCH OR GROW at 
the corners.  Once all the edges have been secured, you should have a taut �t with a smooth �at �nish.

 

What are Silicone Edge Graphics (SEG)?
SEG are dye-sublimation fabric graphics with silicone strips sewn along the underside of 
the fabrics edge.  SEG frames have grooves along their perimeter designed to snugly 
hold the silicone strips so the fabric can be stretched across the frame for a drum-tight �t.   

    Rubber beading sewn
to fabrics edge

1  With Clean Hands

PRESS
INCORRECT WAY

CORRECT WAY

Press SEG silicone edge first, into the corners of the frame.

2  

Working in Centers
 Go back and press the silicone edge into the center - on each side

of the frame. 

PRESS

CARE INSTRUCTIONS
To extend the life of your SEG fabric 
graphics: 

We recommend very loosely folding your 
graphic, making sure there are no hard 
creases or folds or that the fabric doesn’t 
catch on sharp obects.

Store in a clean bag. A plastic bag or pillow 
case is ideal. 

Graphics can be spot cleaned 
with a damp cloth. To wash entire graphic, 
use a commercial size front loading washing 
machine on gentle cycle with cool water.  
Do NOT dry clean. 

You can also gently iron the back side using 
the Polyester setting of your iron.

3Once Again Press
 The silicone edge on each side of graphic pushed down in step 2, repeat
on all 4 sides.

 

PRESS

4    
Finish Assembly   
By lightly pressing in / smoothing over the remaining 
graphic. 

PRESS INWARDS


