DYNAPAC

IV-1400 Video Signal - VGA

Part Number: 153050 F211V 25W

Hanging Weight Capacity............ 1000 Ibs [453.5 Kg]
Compressive Weight Capacity........ 1400 Ibs [645 Kg]
. . [76.20]
Max. Display Size.............c.ccooeee.. Contact Dynapac (oPTON Rt veman AT
Standard RPM............ 2 [120.65]
®4.75 3/8-16 TAPPED HOLES
Torque Output @ 2 RPM 168 in-Ibs [19.1 Nm] BOLT CIRCLE (OISR ABATERFATE
5X HOLES FOR
Motor Draw.........ccevvvvvineiniinennnn. 1.45 A (174 watts) . J4l85%8
Safety Clutch...............coiiiis Standard Feature
Collector Ring Capacity..................... 12 wires at 2A

3 wires at 15A f ¢5.5o}j

OPTIONAL ADAPTER PLATE
(TO ADAPTTO A 3" X 3" HOLE PATTERN)
D 0}
6 WATT MOTOR "\
MOTOR [371.13]
ACCESS ® 0 [a01.43] ' 4¢ ° °
PLATE S A [241.27]
e © T o i 9.5 [14.30]
| 1G5 GEAR BOX |/ ®.563
o e o
° [30.18]
119 —
°© ©
|_—BRUSH ASSEMBLY
[393.70] [38.10] [101.60]
155 15 40 b—
) —DIRECTION CONTROL SWITCH [177.80]
7.0

RJ-45 (CAT.5) CONNECTOR PLATE

Dynapac Rotating Company, Inc.
338 Hansen Ave., Salt Lake City, UT 84115
Phone: 801-485-2221 « Fax: 801-485-2254
email: info@dynapacrotating.com « www.dynapacrotating.com

COLLECTOR RING ASSEMBLY RCA (FEMALE) CONNECTORS



